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A
Accuracy of ACCUTR0N

Alignment, index and pawl jewels

c
Case gasket replacement

Gasing movement

Center second pinion

Cleaning

Cleaning equipment

Coil and fork assembly

removal

replacement

Coil lead retainer plate

Correct time

Crystal replacement

Current, electronic circuit

D
Demagnetizing

Diagnosis

Duofix cap jewels

E
Electronic circuit

Electronic and electromagnetic components

Engagement, index jewel

Exact time

Exchanging dials

Exchanging movements

Mechanical components

Microscope

Movement holder

o
0iling

0pening case

0peration of ACCUTR0N

P
Parts list

Power cell €14 only)

R
Rate recorder

Reassembly

Regulators, ACCUTR0N

Regulation

Regulation following repair

Removing movement

s
Service kit, ACCUTR0N

Servicing table

Special tools and equipment

Stress limiters

T
Temperature, effects on current

Test set

Testing procedures

Train, checking for freedom

Tuning fork

Tuning lork amplitude

Tuning fork demagnetization

Ultrasonic watch cleaner

Voltage, power cell

WATCHMASTER products

Wear

Wheel train

M

INDEX 6, 11,28

14, 15

I
1, 2, 14, 15, 17,30

2,4,L3

8,22,31

l0
I
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3,7,9

5,29,32
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ll,12

29,29,32

10

32

27

8

21,30

5

18

24

20,25

28,29,30

32

13

8,32

6

21,23

l3
1

15

28,29

32

30

18

26

30

2

7

2

15

-13
2,3,9, 13

9

t7

3l
l4

8,32

G
Ground strap

H
Hands, dial, dial train

removal

replacement

Hints for repairman

I
lndex finger post wrench

lndexing mechanism

checking after dialing

how to expose

inspection and adjustment

26,31

2,5

I
31

l3
3, 14

5,21
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w
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5

8
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Locking-ring wrench 2, 5, l0


