
Y12,AL21,AL35  Disassemble Chart 

Screw (B)   0022 484  螺丝

Screw (B)  0022 484 螺丝

Train wheel bridge
 0125 788 夹板

Battery connection (+)
4268 921  正极片

Third wheel & Pinion  0231 786  3号轮

Coil block  4002 787 线圈

Circuit block
4001 518  电路板

Setting lever  0383 785 押制竿

Screw (A) 0022 647  螺丝

Clutch wheel
0282 787   离合轮

Centre wheel & Pinion  0221 797 中心轮

Setting wheel  0281 786  拨针轮

Battery connection (-)
 4270 786  负极片

Step rotor  4146 787 转子

Rotor Stator  4239 786  定子

Fifth wheel & Pinion  0701 787  5号轮

Fourth wheel & Pinion 0241 798  秒针轮

Minute wheel  0261 787 分轮

Yoke  0384 785 横担

Winding stem
0354 788
巴心

Screw (B)  0022 484 螺丝

Circuit block plate
电路板盖 4050***

润滑

Lubricate the above points. It is not
necessary to lubricate the other points.
请把润滑油点于上图所示之位置即可。

When removing/fitting the plastic wheel and pinion, do
 not clamp the shaft with tweezers, etc. Clamp the center
of the wheel as illustrated below.
安装或取出齿轮时，不可用镊子夹其轴柱位置，要夹住轮片的位置 ，如下图。

Plastic wheel and
pinion  齿轮

If the wheel of the rotor is clamped with tweezers,
the wheel might be deformed. Clamp the cam or
magnetic part with tweezers.

如用镊子夹住转子顶部，转子会变形。
要夹住凹轮或带磁的部份。

Setting lever axle 0390 786

Insulator for battery 4216 786

Hour wheel guard  0376 786

Hour wheel 0271 796
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