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*'* Please see remarks on the reverse page.

As for all other parts not shown here, please refer to the basic calibre (Cal. No. 2lA 17J Catalog No. 21-00-1 Red page).

(Revised issue)

Cql.2l07A

Characteristics
Casing dimension: I 7.8O)( I 5.3O mm

Maximum height : 5.2O mm

Vibrations per hour : lg,aOo
Non-automatic with sweeP second

Calendar (date)
"Diashock" Shock Resistant Device
"Diafix" Oil Lubrication Device
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Style l{ame 6,tur*
Calendar* Basic Calibre 21A 17J Catatog No. 21-OO-1

PART NO. LIST OF MATERIALS PART NO. LIST OF MATERIALS
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Barrel bridge
Train-wheel bridge (for l7j)
Train-wheel bridge (for 2l j)
Third wheel bridge (for 2l j)
Third wheel bridge (for l7j)
Pallet cock
Balance cock
Calendar plate
Complete barrel with arbor
Barr,e I arbor
Center wheel & pinion with cannon
pinion
Cannon pinion
Third wheel & pinion
Fourth wheel & plnicn (for 17j)
Fourth wheel & pinion (for 2l j)
Sweep second pinion
Escape wheel & pinion (for l7j)
Escape wheel & pinion (for 2l j)
Minute wheel
Hour wheel
Setting wheel
Clutch wheel
Winding pinion
Crown wheel
Ratchet wheel

Jewelled pallet fork & staff
Balarrce complete with stud
Balance stafJ
Roller with jewel

Regu I ator
Winding stem
Click
Click spring
Setting lever
Yoke (Clutch lever)
Yoke spring (Clutch Iever spring)
Setting lever spring (Set bridge)
Friction spring for sweep second
pinion
Mainspring (self-greasing)
Crown wheel ring
Dial washer
Diashock upper frame
Diashock lower frame
Diashock hole jewel with frame
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Diashock upper cap jewel

Diashock lower cap jewel

Diashock spring
Diafix upper hole jewel with frame
for 4 th wheel (for 2l j)
Diafix lower hole jewel with frame
for 4 th wheel (for 2I j)
Diafix upper hole jewel with frame for
escape wheel (tor 21j)
Diafix Iower hole jewel with frame for
escape wheel (Ior 21,j)
Diaf ix cap iewel (for 21j)
Diafix spring (Ior 27j)
Date finger

Date dial

Date driving wheel
Date dial guard
Date jumper
Date jumper spring
Stud screw
Dial screw
Third wheel bridge screw
Bridge screw, short
Balance cock screw
Pallet cock screw
Ratchet wheel screw
Crown wheel screw
Click scrw
Bridge screw, long
Date dial guard screw
Setting lever spring screw
Calendar plate screw
Setting lever screw
Upper hole jewel for center wheel
Upper .hole jewel for 3 rd wheel
Lower hole jewel for 3 rd wheel
Upper hole jewel for 4 th wheel (Ior 17j)
Lower hole jewel for 4th wheel (for 17j)
Upper hole jewel for sweep second pinion
Upper hole jewel for escape wheel (for 17j)
Lower hole jewel for escape wheel (for 17j)
Upper hole jewel for pallet
Lower hole jewel for pallet
Tube for bridge screw, short
Tube for bridge screw, long

Remarks :

lx 205212 (Complete barrel with arbor) " " " " " " 2A521O barrel also acceptable
*21 3212 (Barrel arbor) """"" "213210 barrel arbor also acceptable
lr34ll20 (Regulator) 341']90 regulator also acceptable

Date dial
*BOl331 Used for the dial where the daie-window is located at the 3 (or 4:30) o'clock position.
* B0l 333 Used for the dial where the date'window is located at the 6 o'clock posiiion.

lf the date dial of any other type is required, please state O the Cal. No,, @ the date-window position,
when ordering.

**Please see remarks.
Items in light letters are not shown in photos ; those parts are interchangeable with the basic calibre

(Cal. No. 2lA tll Catalog No. 21-OO-1 Red page).


