
SEIKO
(Revised issue)

Col. 62018

Characteristics
Casing diameter : 27.601 mm

Maximum height : 4.8O mm

Vibrations per hour : |8,OOO
Automatic winding with sweep second
"Diashock" Shock Resistant Device
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Calibre No.

6201 B
Jewels

17 i

Style Name

( Seikomotic )

PART NO. LIST OF MATERIALS PART NO. LIST OF MATERIALS
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Barrel & train-wheel bridge
Center wheel bridge
Pallet cock
Balance cock
Framework for automatic device
Complete barrel with arbor
Barrel arbor
Center wheel & pinion with cannon
pinion
Cannon pinion
Third wheel & pinion
Sweep second wheel & pinion
Escape wheel & pinion
Minute wheel
Hour wheel
Setting wheel
Clutch wheel
Ratchet wheel
Jewelled pallet fork & staff
Balance complete with stud
Balance staff
Roller with jewel
Regulator
Stud holder

Winding stem

Click
Setting lever
Yoke (Clutch le.ver)
Yoke spring (Clutch lever spring)
Minute wheel bridge
Setting lever spring
Setting lever axle spring
Setting lever axle
Mainspring with slipping attachment
Bearing plate for sweep second wheel
Dial washer
Diashock upper frame
Diashock lower frame
Diashock hole jewel with frame
Diashock caP jewel
Diashock spring
Oscillating weight
Transmission wheel
Ball-bearing for oscillating weight
Pawl lever with jewel
Ball-bearing holder
Transmission holder

8376t0
022t 50
o222sO
022251
0222 s2
022254

0222 58
0222 64
0222 66
o22351
022351
0224s8
022460
022462
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0227 7 6

0t I104
011117
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0t 1406
0t 1406
01 r503
011503
01tlt2
01 I 1 12
023151

Pawl lever holder
Stud screw
Pawl lever holder screw
Click screw
Transmission holder screw
Framework screw for automatic
device
Bridge screw
Dial screw
Setting lever axle spring screw
Cehter wheel bridge screw
Pallet cock screw
Screw for oscillating weight
Case screw
Ratchet wheel screw
Setting lever spring screw
Bearing plate screw for sweep
second wheel
Minute wheel bridge screw
Ball-bearing holder screw
Upper hole jewel for center wheel
Lower hole jewel for center wheel
Lower hole lewel for 3rd wheel
Upper hole jewel for escape wheel
Lower hole jewel for escape wheel
Upper hole jewel for pallet
Lower hole jewel for pallet
Upper hole jewel for transmission wheel
Lower hole jewel for transmission wheel
Tube for bridge screw

Remarks :

* 3546 I I For the waterproof case having less than 36.Omm diameter, No. 35461 I winding stem should be used.
* 3546.l 3 For the waterproof case having more than 36.5mm diameter, No. 354613 windin! stem should be used.
* 372610 Joint stem ( movement portion )
* 37 37 40 Joint stem ( case portion )

* * Please see remarks.
Items in light letters are not shown in photos


